63035

66’
44’ F-F
, 42" E-E = EXISTING CONDITIONS
= 5 9 , 12’ ) 12’ . 9 5’ 3
g & VARIES . l ' P ® EXISTING POZZOLANIC BASE - 7 1/2” TO 11"
TR | 7 e e [ S 4 i HOT-MIX ASPHALT PAVEMENT - 3" TO 5
2] R S S— 1 v % —W 2 SPHALT PAVEME
] N /7 /7 S S 4 * © PCC SIDEWALK (REMOVAL AS DIRECTED BY THE ENGINEER)
® EXISTING PCC BASE- 7 3/4” TO 8 1/2”
& & ® COMBINATION CONCRETE CURB & GUTTER (REMOVAL AS DIRECTED BY THE ENGINEER)
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® EXISTING TYPICAL SECTION (® HOT-MIX ASPHALT SURFACE REMOVAL 2 1/4”
OAKTON STREET TO LINCOLN AVENUE
STA. 100+48 TO STA. 132+27
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i F,'F (@ COMBINATION CONCRETE CURB AND GUTTER REMOVAL AND REPLACEMENT
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(® POLYMERIZED LEVELING BINDER
(MACHINE METHOD), IL-4.75, N50 (3/4")
(® HOT-MIX ASPHALT SURFACE COURSE,
® ® 190) ®® ® MIX D, N70 (1 1/2")
(D PORTLAND CEMENT SIDEWALK 5" (AS DIRECTED BY THE ENGINEER)
PROPOSED TYPICAL SECTION 6 DEPTH AT RESIDENTIAL DRIVEWAYS
OAKTON STREET TO LINCOLN AVENUE 8 DEPTH AT COMMERCIAL DRIVEWAYS AND ALLEYS
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STA. 100+48 TO STA. 132+21 IFULL DEPTH SAWCUT (INCIDENTAL)
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HOT-MIX ASPHALT SURFACE COURSE, MIX D, N70 (1.5%) PG 64-22 4% @ 70 GYR
® E
© CLASS D PATCHES, 10 TYPE I TO IV (HMA BINDER IL-19.0) PG 64-22% | 4% @ 70 GYR
EXISTING TYPICAL SECTION —
LINCOLN AVENUE TO CHURCH STREET POLYMERIZED LEVELING BINDER (MACHINE METHOD) IL-4.75, NSO | "2 2" 50 o | 4% @ 50 GYR
+ +
S-l‘-A' 13% %% '_li'_O S'_||'_A. 15{2 46 THE UNIT WEIGHT USED TO CALCULATE ALL HOT-MIX ASPHALT SURFACE MIXTURES QUANTITIES
STA. 153+ 0O STA. 179+91 IS 112 LBS/SQ YD/IN. USE 105 LBS/SQ YD/IN IF USING POLYMERIZED LEVELING BINDER.
* WHEN RAP EXCEEDS 20%, THE NEW ASPHALT BINDER IN THE MIX SHALL BE PG 58-22.
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PROPOSED TYPICAL SECTION
3 LINCOLN AVENUE TO CHURCH STREET
3 STA. 133+88 TO STA. 152+46
g STA. 153+55 TO STA. 179+91
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